
Aluminum Caution Signs

General Specifications:

1

• Complies with NFPA-99 standards, whereby
facilities must have a sign for positive
pressure gases

• The sign shall be bright red with a large font
to allow for clear visibility, from a distance

• Constructed of high quality aluminum that is
CNC routed with rounded corner and 1/4"
mounting holes

BACKGROUND: PANTONE 032 C

TEXT: WHITE

BODY TEXT HT: 1”

CAUTION TEXT HT: 1.75”

MATERIAL: LAMACOID

TOTAL THICKNESS: 0.070”

DWG No. 061206-TT06

ADHESIVES @ THE BACK: 3M 467 ADHESIVE

BACKGROUND: PANTONE 032 C

TEXT: WHITE

BODY TEXT HT: 1”

CAUTION TEXT HT: 1.75”

MATERIAL: LAMACOID

TOTAL THICKNESS: 0.070”

DWG No. 080225-N1.0

ADHESIVES @ THE BACK: 3M 467 ADHESIVE

Model	Numbers
For	Oxygen: 
For	All	Other	Gases: 

CMS-CAUTSIGN-O 
CMS-CAUTSIGN

Dimension	

20
[508]

12
[305]

BACKGROUND: PANTONE 032 C

TEXT: WHITE

BODY TEXT HT: 1”

CAUTION TEXT HT: 1.75”

MATERIAL: LAMACOID

TOTAL THICKNESS: 0.070”

DWG No. 061206-TT06

ADHESIVES @ THE BACK:

M 467 ADHESIVE
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